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What is polylac ?

Polylac is an ecological multi-layered
decorative panel with the "highest scratch,
stain, heat, and chemical resistance"

on the market.

It also has the highest gloss level

with a "99 GU" gloss rating. Still achieving
a "3.0 Newton (class 4B)" scratch resistance
rating. Six times the scratch resistance of
some acrylics in the industry!

WITH OUR DIGITAL CAPABILITIES
“ANYTHING IS POSSIBLE”

matte & glossy
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BATHROOM
LIVING ROOM
OFFICE FURNITURE
CABINET DOOR
WALL PANELLING

GizZIR POLYLAC USAGE AREAS
BEDROOM
HOTEL FURNITURE
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Features 8587

v

High gloss with mirror like finish

v

Scratch, stain & heat resistant

v

Smooth surface and depth effect

v

Cuts without cracking or chipping

100% PVC free

v

v

Very easy to clean and maintain

v

Elegant European designs

v

Matching acrylic and ABS edge tape

» Two-toned brushed aluminum
with color edge tape
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Digital Polylac panel dimensions (mm): 18 x 1220 x 2800
Matching edgebanding: Digital print edge tape
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DIGITAL polyla

Test Results

m FEATURE RESULT STANDARD

Gloss level (60° angle)

3 Assessment of surface resistance to wet heat (100°C) 5 (No change) ‘_
4 Assessment of surface resistance to dry heat (140°C) 5 (No change) ‘_
5 Surface abrasion resistance 4500 rev. (Class 4) _
6 Behavior towards impact loading by falling steel ball No cracking _
7 Test of water steam resistance 5 (No change) EN 1_
8 Resistance to staining 5 (No change) EN 14323 c_
9 Assessment of surface resistance to chemical cold liquids 5 (No change) EN 12720:10

(Acetic acid, acetone, ammonia solution, citric acid, cleaning agent, etc.) ’
10 Colorfastness to light 4/5. Grade EN 15187 ‘
1l Bending strength (*) 32 N/ mm?2 EN 310
12 Modulus of elasticity in bending (*) 4441 N/ mm? EN 310
13 Surface soundness (tensile strength) (*) 1,36 N/ mm? EN 311
14 Tensile strength vertical to the surface (*) 0,54 N / mm? EN 319
15 Thickness tolerance +0,5 mm Gizir
16 Bow tolerance 3,5mm/m Gizir

Cold check (40 cycles, 1 h 60°C, 15 min. room temp.,
17 1 h - 30°C, 15 min. room temp.) No'damads =S5
18 Antimicrobial Products — Test for Antimicrobial Activity and Efficacy E.coli / Sa.aureus =2 (suitable) JIS Z 2801
19 Standard Practice for Determining Resistance of Synthetic Polymeric 0 growth at 7, 14, 21 and 28 days ASTM G21
Materials to Fungi (suitable)
- (*) These values are weighted average of the test results.
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Barbaros Mah. Begonya Sok.

Nidakule Atasehir Kuzey Sit.
No: 3/70 Atasehir / Istanbul

T: +90 (216) 519 33 73

Organize Sanayi Bolgesi,
Canakkale Cad. No: 17
01250 Saricam / Adana

T: +90 (322) 394 43 40 (pbx)

@ gizir.com
polylac.com.ir

=X info@gizir.com






